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1_ STAGE 
The stage is flat, at zero level, light fir in colour, at the same level as the audience 
grandstand.

Wall-to-wall width for the first 12 meters of stage:	 17,90 mt

Wall-to-wall width for the last 3 meters of stage:	 13,00 mt

Depth from proscenium to back wall:	 	 	 15,00 mt

Grid height:	 	 	 	 	 	 	 15,00 mt

Second grid height:		 	 	 	 	 12,00 mt

proscenium opening:	 	 	 	 	 12,90 mt

proscenium height:		 	 	 	   	     7,5 mt


2_PROSCENIUM and  MASKING 
The proscenium is made with black legs, 2.50 meters wide and 10.00 meters high.

The proscenium border is black, flat, 17.90 meters wide, 6.00 meters high.

Second mobile proscenium border, width 17.90 m, height 3.20 m

The proscenium, upon request agreed in advance with the technical director, can be 
removed to leave the space bare.


There in NO MAIN CURTAIN. 

The masking is usually mounted in the Italian style, with variable number of legs and 
borders per side, depending on the need.




 

3_STAGE EQUIPMENT 
• n° 20 black legs	 	   3,00 mt x 10,00 mt

• n° 05 black borders	 14,00 mt x   3,00 mt

• n° 05 black borders	 16,00 mt x   3,00 mt

• n° 01 black backdrop 	 10,00 mt x 14,00 mt

• n° 02 black backdrop 	   7,50 mt x 12,00 mt

• n° 01 White PVC  	 	 12,00 mt x   7,00 mt

• n° 01 White PVC 	 	   6,00 mt x   9,00 mt

• Black or White Peroni dance carpet all above the stage area 


• Modular mobile aluminum poles

• Mobile lock rail

• weights 

• Counterweight cages

• Black ropes 8mm

• Hemo ropes 8mm

• n° 05 triangular truss 50x50 motorized , on track above the grid, max load 600kg 

(control from the grid)

• n° 02 square truss 30x30 motorized, on supports in the grid, max load 300kg (mobile 

motor controller that can be moved at will)




 

4_LIGHTING FIXTURES 
• n° 120 ch dimmer electron actor616

• n° 18 ch dimmer volanti electron actor616

• n° 20 PC Robert Juliat 1 Kw

• n° 10 PC Spotlight 1 Kw

• n° 04 Fresnel 2 Kw Robert Juliat

• n° 14 profiler ROBERT JULIAT 1kw 613 SX

• n° 06 profiler ROBERT JULIAT 1kw 614 SX

• n° 10 Par CP62

• n° 04 Manfrotto booms h. max 3,5mt

• n° 02 T-bar

• n° 01 Consolle ETC Ion XE

• n° 01 Consolle Spark LX

• Black cee16A cables

• Black dmx 5p 


All dimmers are generally assigned to universe 1.

There are DMX splitters both on the grid and on the stage for the distribution of signals 
where necessary.


Audience lights are made up of 06 LED blinders, 06 LED F1 and 02 stripled.


The DMX addresses of the lights cannot be modified and are assigned as follows:

- 1° raw of blinder	 mod 1 ch 	dmx address 2

- 2° raw of blinder	 mod 1 ch 	dmx address 3		 	 

- F1 led	 	 	 mod 3 ch	dmx address 4-5-6	 	 	 	

- Stripled	 	 	 mod 1 ch	dmx address 1


The audience lights are only controlled from the lighting console and are managed by the 
operator of the show or event in progress.


NB: all power theater connections are via CEE form 



 

5_POWER SUPPLY 
In the stage area there is, in the right shaft, a terminal block for flying powerboxes.

Furthermore, 1 x  63A five-pole socket and 1 x 32A five-pole socket are available.


All the dimmer returns for the truss, necessarily come down from the grid via 6ch soca 
cables each w/6 ch and single 16A single-phase cables.


Additionally there are 4 x 32A five-pole zocket in the grid available for any 5kw dimmer or 
additional motor control if necessary.


It is not possible to turn off or dim the emergency lights in the hall and stage, furthermore 
it is not possible to turn off the step lights in the grandstand.


Any use of smoke machines must be promptly communicated to the technical manager.


6_CONTROL DESK 
The control desk is located at the top of the grandstand, with excellent visibility and good 
listening.

There is a large table measuring 4m x 1m.

The electrical supply of the lights is separate from the audio supply.


The following connections are present:

n° 02 dmx 5p

n° 01 free cat6 for lights or video use

n° 02 cat6 used for audio transport from control room to stage

n° 01 cat6 used for connecting audio mixer-d&B power amplifiers (via sd8 stage box) 

n° 02 free XLRs between control room and final area (no stage)


Additional lighting, audio and video connections are available upon timely communication 
to the technical manager.




 

7_AUDIO FIXTURES 
The resident audio system is made up of a complete d&b system.

The management of input and output from the stage and the management of the power 
amplifiers is only via digital connection.

There is NO analogue stage box between  control desk and the stage.


n° 01 MIDAS M32r digital mixer

n° 01 DL32 digital stage box positioned in the stage area (left) 

n° 01 analog stage box (16in8out) for connections between the right and left side of the 
stage

n° 02 d&b D40 amplifiers (8ch)

n° 02 d&b Y7 hanging in front of the proscenium at about 6 meters high (L R above) 

n° 01 d&b Y10 hanging in front of the proscenium at about 6 meters high (C)

n° 02 d&b Y10 hanging in front of the proscenium at approximately 2.70 meters high (L R 
below)

n° 02 d&b VGSUB, diver in front of the proscenium

n° 02 d&b E6, usable as frontfill or surround in the room upon timely communication to 
the technical manager

n° 02 d&b maxx15 monitors

n° 02 pairs of Katapult Radial Engineers for transporting signals where necessary

Microphones, stands, various cables, music stands

n° 03 wireless intercom headphones


The following materials are also available on request:


n° 02 qsc KW10

n° 01 qsc KS212

n° 01 yamaha 01v96 digital mixer

n° 02 small analog mixers


IMPORTANT: if you need to use a different analog or digital mixer  
from MIDAS or BEHRINGER. prompt communication is  
requested to technical manager to identify the appropriate  
solution to correct functioning of the PA and possible 
management of input ed output from the stage. 



 

8_DRESSING ROOMS 
The dressing rooms are located on the +1 floor from the stage, accessible via a staircase. 

There is no lift.


n° 01 single dressing room with bathroom

n° 01 double dressing room with bathroom

n° 01 triple dressing room with bathroom

n° 01 large dressing room with bathroom for up to 9 people

n° 01 open space with bathroom for 12 people


9_ACCESS and UNLOADING 
The access for unloading is located in Via Rosolino Pilo 6, through a double-leaf iron gate 
that opens onto the internal courtyard of the theatre.

Load and unload is convenient and on stage level.

The stage is accessed via 2 double doors.


It is not possible to stay inside the courtyard after unloading.

For any parking in the area, contact the technical manager of the structure.




 

10_CONTACTS 

Teatro Astra

Via Rosolino Pilo, 6

10143 - Torino


metro : Racconigi


Technical Director Marco Campora marco.campora@fondazionetpe.it +39 393 9700707

Stage Manager Luca Giovagnoli luca.giovagnoli@fondazionetpe.it +39 392 8496623

Hall & Rent Manager Cesare Perotti cesare.perotti@fondazionetpe.it
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